
Data Sheet

Disclaimer of liability: Technical information contained herein is furnished without charge or obligation and is given and accepted at 
recipient’s sole risk. Conditions of use may vary and are beyond our control, and because of this Conwed makes no representation about, 
and is not responsible or liable for, the accuracy or reliability of data associated with particular uses of any product described herein.

CONWED 1445 Holland Rd., Maumee, OH 43537 419.871.9084 conwed.com ©2024 Conwedv 5.0.00

Click for latest document version
conwed.com/datasheet-eurospan-baffle

Fire rating
Conwed products meet or 
exceed ASTM E84 standards 
for smoke development 
and flame spread on a 
component level.

Washable
Refer to the Maintenance 
& Cleaning Guide for 
more details. 
conwed.com/cexp-
maintenanceandcleaning

Preinstalled anchors`

Durability level ▶

Eurospan Baffle

All products made to order

Create seamless baffles spanning hundreds of feet, add custom 
lighting for ambience, or just rely on it for superior acoustical 
performance. The Eurospan Baffle does what every acoustic 
baffle should, only better.

Items to specify

Click for full specsheet
conwed.com/specsheet-eurospan-baffle

Warranty
3 years. Refer to Warranty 
for more details. 
conwed.com/cexp-
warranty

Sustainability
For your LEED projects, 
our products can help you 
qualify for different points 
depending on the product 
you choose. Contact us 
to learn more detailed 
information. 
To view our certificate visit 
conwed.com/cexp-LEED.

Assembly

Optional lighting

Eurospan ceiling finishes

• Up to 6 foot sections are made in our factory with acoustic core pre installed

• Individual sections are connected on-site then suspended

• Suspended full length baffle is finished with fabric, hiding all connection points

conwed.com/eurospan-baffle-installguide

• Up to 6 foot sections are made in our factory 
with acoustic core pre installed

• Individual sections are connected on-site 
then suspended

• Suspended full length baffle is finished with 
fabric, hiding all connection points

Designed in-house specifically for the Eurospan Ceiling 
System, this textile has an ideal lock knit structure & 
weight for easy installation and opaqueness for minimal 
shadowing.

CRI 90+

Max run length
11’ to 45’ depending 
on lighting

Beam angle Up to 120°

Lumens per foot 100—1500 lm/ft

Color range
Lighting options & 
specs available

Compatible brands*
Near endless textures, knits, and colors are available 
through our premier textile partners. *Designer textile widths vary

Length made 
to order for any 
length of fabric

8" min.
30" max.

3"

BlackWhite Custom Print

Acoustic performance
The NRC of the products are determined from an average of sound absorption 
coefficients, obtained from tests conducted according to ASTM C423 procedures in an 
NVLAP accredited laboratory.

HZ → 125 250 500 1000 2000 4000 Array NRC

2 7/8″ 0.26 0.51 1.04 1.25 1.20 1.19 1.00
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